
DATASHEET

Arc Flash - Nomex® Arc Flash Hood
Nomex® is a man made fabric, produced by DuPont and has very good fireproof 
properties. It is used in Motor Racing and Jet Pilot garments for this very reason. 
The flame retardant properties of this fabric are not due to treating, but are 
characteristics of the material itself, meaning no matter how old the garment is, it 
still retains its effectiveness with almost no deterioration.

The Arc Flash Hood/Faceshield is available as part of the Arc Flash Suit or individually. 
Arc Flash Suits are designed by experts to be effective, yet easy to put on over 
everyday workwear.

TESTING CERTIFICATION
High level of testing for your piece of mind

November 16, 2005

Date:

Westex Inc.2845 W. 48th PlaceChicago, IL 60632

Client

7.3 oz/yd² Style 301 Khaki

Fabric description

ASTM F1959/F1959M-04 Standard Test Method for Determining the Arc Rating of Materials for 

Clothing

Reference Standard

Arc Thermal Performance Value,  ATPV = 8.7 Cal/cm² 
Heat Attenuation Factor, HAF = 74.2% 

The arc rating of this material is intended for use as flame resistant clothing for workers exposed to 

electric arcs.   The material used in this test method are in the form of flat specimens,  actual 

performance of the complete garment may vary depending on the final design and assembly of the 

garment.     This test method does not apply to the electrical contact or electrical shock hazard.  

Based on the data obtained and analysed in accordance with the latest version of the applicable 

standards, the following Arc Rating was calculated.

Summary

Claude MauriceKinectrics Inc416-207-6305HCL@kinectrics.com

Test performed by:

12 in
Arc Gap: 21

Number of samples analysed: 
7 to 11 cal/cm² 

Incident Energy Range:

12 in
Distance to Fabric:

8.0 kA
Test current:

Test Parameters:

High Current Test LaboratoryKinectrics Inc., CanadaTest Summary

Panel data and observations of the fabric samples after the arc exposure were collected and summarized 

in the attached table.   The graphs and statistics on the attached sheets provide more detailed 

information to better understand the Arc Rating assigned to this material.  The client shall review this full 

report,  the  video recordings of the arc exposure and  the photographs of the samples after the test to 

determine if the material meets the intended specification. 

K-422627-005

Report #

Josh MoodyWestex Inc.773-523-7000jmoody@westexinc.com

Contact information

ISO 9001-2000

Minimum 4 cal/cm2

Lightweight all day 
workwear.

Minimum 8cal/cm2 
NFPA 70E

Heavy duty all day 
workwear.

Minimum 25cal/cm2 
NFPA 70E

Over garments to 
bridge  

the gap between  
Cat2 and Cat4.

40cal/cm2 NFPA 70E
Highest possible  

protection available.

Part No. Description 

90-490 Arc Flash Hood 42cal/cm2 Nomex

ORDERING INFORMATION:

KEY FEATURES & BENEFITS:
•  Nomex flame retardant fabric with an Arc Thermal Performance Value (APTV) of 

42cal/cm2

•  40cal/cm2 Green ‘light enhancing tint’ visor by Paulson
•  Worn in conjunction with a hard hat (included)
•  Also available in the Arc Flash Suit and the CAT4KIT
•  Manufactured to meet the requirements NFPA70E CAT4 (40cal/cm2)


