ecAaBAC

One Call> One Day > One Delivery

HAVE YOU SEEN
THE RANGE OF

KULAK & URD

PRODUCTS?

HULAK.

ecAaBAcC




ACCESSORIES

Extra Large Pillar Top & Base HULAH===

CABAC's extra large tops & bases allow for increased work space and are interchangeable with standard tops & bases.

Air Flow “Danger Electricity”

‘ ‘ / Embossed on top

Vent Holes
(Optional) Covered
by Rain Baffle

Rain Baffle

CABAC’s CMPBL2
Patented Bimetal
Bolted URD
Connection System
(Space Saving
URD)

Neutral Service
Supply

Phase Service
Supply

Neutral Bar For

Mains Cable Service Connectors

240mm?
sector
Aluminium

Fuse Panel

For Service Supply
(Optional use
depends of local
utility requirement)

PBHCV
Extra Large Top
Heavy Duty

Bolts available in
Allen Key head,
D Bolt or locking
bolt type

PBBL

Extra Large Base
(No increase

) _ in outside

Air Flow e . d ‘ dimensions)

Stainless Steel
Allen Head
Bolt

Vent Slots




ACCESSORIES

Kits

PILLAR LID AND BASE KITS

« A quality and cost effective distribution cover accommodating all standard
underground cable reticulation requirements

« Baffle system design diverts water condensation to the outside

» Made from recyclable material

 Tops and bases are interchangeable with standard and large range

Part No. Description A B C D E F G Unit Qty
(mm) (mm) (mm) (mm) (mm) (mm) (mm)

SHORT PILLAR LID BASE
PBS-KITV VENT GREEN DBOLT 645 560 524 320 234 260 180 EA 1

SHORT PILLAR LID BASE
PBS-KIT NOVENT GREEN DBOLT 645 560 524 320 234 260 180 EA 1

SHORT PILLAR LID BASE
PBS-B-KITV VENT BEIGE DBOLT 645 560 524 320 234 260 180 EA 1

SHORT PILLAR LID BASE
PBS-B-KIT NOVENT BEIGE DBOLT 645 560 524 320 234 260 180 EA 1

TALL PILLAR LID BASE VENT
PBL-KITV GREEN DBOLT 885 560 524 360 320 286 222 EA 1

PBL-PBB-BB-CMP- TALL PILLAR & BASE BB DG W

BL2 CMPBL2 KIT EA -1
TALL PILLAR LID BASE
PBL-KIT NOVENT GREEN DBOLT 885 560 524 360 320 286 222 EA 1
TALL PILLAR LID BASE VENT
PBL-B-KITV BEIGE DBOLT 885 560 524 360 320 286 222 EA 1
TALL PILLAR LID BASE
PBL-B-KIT NOVENT BEIGE DBOLT 885 560 524 360 320 286 222 EA 1
SPLIT BASE KITS HULAK =
« An all purpose moulded plastic base to suit direct burial or slab mounting. ~ mrmmemememmmemmm
 Base can be attached to steel framework and stabilised.
» Suitable for repairing damaged pillars bases.
« Corrosion proof brass inserts for cover bolts
« Light for ease of handling and storage
—F—,
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Part No. Description A B C D E F G Unit Qty

(mm) (mm) (mm) (mm) (mm) (mm) (mm)
SPLIT BASE GREEN WITH

SBK-G-IM-SDK ASSEMBLY KIT 355 557 524 362 329 263 170 EA 1




ACCESSORIES

Lids & Bases

PILLAR LIDS TALL GREEN HULA=—

« A quality and cost effective distribution cover accommodating all standard e
underground cable reticulation requirements

« Baffle system design diverts water condensation to the outside

» Made from recyclable material

 Tops and bases are interchangeable with standard and large range

W‘E’W‘ rm(c:ove‘k
F ; R e
iy S VENT BAFFLE
DANGER E:
ELECTRICITY
Part No. Description A B (o D E F G Unit Qty
(mm) (mm) (mm) (mm) (mm) (mm) (mm)
PBL-G-V '(I;;Lé_EIT\:LLAR LID VENTED 545 290 222 315 248 320 282 EA 1
PBHCV PUALAR LIDVRIEIR (G2 e e 555 311 269 340 298 320 282 EA 1
VENTED
TALL PILLAR LID NON
PBL-G-NV-SD VENTED GREEN 545 290 222 315 248 320 282 EA 1
PILLAR LIDS TALL BEIGE KULAK=—

« A quality and cost effective distribution cover accommodating all standard
underground cable reticulation requirements

« Baffle system design diverts water condensation to the outside

» Made from recyclable material

 Tops and bases are interchangeable with standard and large range

INSIDE COVER |

B
INSIDE COVER. |
F ) e
J:L VENT BAFFLE

DANGER
ELECTRICITY,

[=) o)

INTERNAL

0
-

INSIDE COVER INSIDE COVER

Part No. Description A B C D E F G Unit Qty
(mm) (mm) (mm) (mm) (mm) (mm) (mm)

TALL PILLAR LID NON 545 290 222 315 248 320 282 EA 1

PBL-B-NV-SD

VENTED BEIGE

PBL-B-V AL PRI WENTED 545 290 222 315 248 320 282 EA 1

BEIGE




ACCESSORIES

PILLAR LIDS SHORT GREEN

* A quality and cost effective distribution cover accommodating all standard
underground cable reticulation requirements

» Baffle system design diverts water condensation to the outside

» Made from recyclable material

« Tops and bases are interchangeable with standard and large range

INSIDE COVER |

INSIDE COVER ‘
F v /*
| VENT BAFFLE

DANGER
ELECTRICITY,
INSIDE COVER INSIDE COVER

Part No. Description A B (o D E F G Unit Qty
(mm) (mm) (mm) (mm) (mm) (mm) (mm)

INTERNAL

PBS-G-V 2:2211 PILLAR LID VENTED 315 290 232 315 248 320 282 EA 1
SHORT PILLAR LID NON
PBS-G-NV-SD VENTED GREEN 18 290 232 Sil5 248 320 282 EA 1
PILLAR LIDS SHORT BEIGE L ———
« A quality and cost effective distribution cover accommodating all standard e
underground cable reticulation requirements
« Baffle system design diverts water condensation to the outside
» Made from recyclable material
 Tops and bases are interchangeable with standard and large range
fBﬂ ]
F ; T
i = VENT BAFFLE
DANGER g
ELECTRICITY
Part No. Description A B C D E F G Unit Qty

(mm) (mm) (mm) (mm) (mm) (mm) (mm)
PBS-B-V-SD SHORT PILLAR VENTED - BEIGE 315 290 232 315 248 320 282 EA 1
PBS-B-NV-SD SHORT PILLAR N/VENT-BEIGE 315 290 232 315 248 320 282 EA 1

PILLAR BASES LARGE HC

* Fits the CABAC standard and special designed high capacity vented pillar box.
« Pillar box lid provides an additional 25.7% internal capacity

» Base has wide mouth 326x224mm to fit large cables

» New innovative concept for extra space

» Fuse panel adaptors available (FPB, set of two)

MANUFACTURERS,

—F—

Part No. Description A B C D E F G Unit Qty
(mm) (mm) (mm) (mm) (mm) (mm) (mm)

PILLAR BASE LARGE 344 557 524 350 326 287 224 EA 1

OPENING GREEN

PILLAR BASE LARGE MOUTH
PBBL-G-I-BBK W BUTTBOLTS - GR 344 557 524 359 326 287 224 EA 1

PILLAR BASE LARGE MOUTH
PBBL-G-I-CWK W DBOLTS- GREEN 344 557 524 359 326 287 224 EA 1

PBBL




ACCESSORIES

PILLAR BASES GREEN HULAK,
 An all purpose moulded plastic base to suit direct burial or slab mounting mm————
» Base can be attached to steel framework and stabilised
« Light for ease of handling and storage
« Corrosion proof brass inserts for cover bolts
| =
C E
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Part No. Description A B (o D E F G Unit Qty

(mm) (mm) (mm) (mm) (mm) (mm) (mm)
PILLAR BASE WITH BUTTON

PBB-G-IM-BBK BOLT KIT - GREEN 355 557 524 362 329 253 170 EA 1
PBB-G-IM-SDI glélééﬁ A BT A2 RS 855 557 524 362 329 253 170 EA 1
PILLAR BASE WITH D BOLT
PBB-G-IM-CWK KIT - GREEN 355 557 524 362 329 253 170 EA 1
PILLAR BASES BEIGE HULAK
« An all purpose moulded plastic base to suit direct burial or slab mounting ~ rmmemememmmemmm
» Base can be attached to steel framework and stabilised
» Light for ease of handling and storage
« Corrosion proof brass inserts for cover bolts
—F—,
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“
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Part No. Description A B C D E F G Unit Qty

(mm) (mm) (mm) (mm) (mm) (mm) (mm)

PILLAR BASE WITH INSERTS 355 657 524 362 329 263 170 EA 1

PBB-B-IM-SDI BEIGE

Tools & Accessories

TOOLS AND ACCESSORIES
D-HEAD BOLTSINGLE C/W CAPTIVE WASHER Unit: EA  Qty: 1
Part No. DBI-SS-10-30

« Bolt for pillar box assembly to deter unauthorised entry with captive washer
» Manufactured from stainless 304 steel M10x30mm

* Requires a tube spanner (DB-TBSS)

« Alternative drive bit for cordless drill (D-SOCKET)

« Allen key bolts also available




ACCESSORIES

D-HEAD BOLT SET OF 4 C/W CAPTIVE WASHER Unit: EA  Qty: 1

Part No. DBI-SS-10-30K

« SET OF FOUR D-bolts for pillar box assembly to deter unauthorised entry with captive
washer

» Manufactured from 304 stainless steel M10x30mm

* Requires a tube spanner (DB-TBSS)

« Alternative drive bit for cordless drill (D-SOCKET)

« Allen key bolts also available

SS304 D HEAD BOLT WASHER AND ORING KIT Unit: EA  Qty: 1

Part No. DBI-SS-10-70

« Bolts for pillar box assembly to deter unauthorised entry with captive washer & O-ring
» Manufactured from 304 stainless steel M10x70mm

» Requires a tube spanner (DB-TBSS)

« Alternative drive bit for cordless drill (D-SOCKET)

« Allen key bolts also available

D-BOLT SOCKET CHROME PLATED Unit: EA  Qty: 1
Part No. D-SOCKET

« Bolts for pillar box assembly to deter unauthorised entry

» Manufactured from mild steel

« D-bolt requires a special tube spanner (Part No. D-SOCKET)

« Also available in Allen Head

D BOLT T BAR SOCKET SPANNER Unit: EA  Qty: 1
Part No. DB-TBSS
« Designed for manual use with CABAC D-bolt pillar box bolts
« Long handle clears the top of the pillar box
* Cordless drill socket drive also available - D-SOCKET

PILLER BOX LOCKING BOLT Unit: EA  Qty: 1
Part No. PBLB

« Bolt to deter unauthorised entry and lock

« Stanless steel bolt with hole for padlock

« Fits into pillar base to fasten lid

M10X30 BUTTON HEAD BOLT AND WASH KIT Unit: EA  Qty: 1

Part No. BUTM10K

« KIT OF 4 Allen key bolts for pillar box assembly to deter unauthorised entry set of four with
washers

* Manufactured from 304 stainless steel M10x30mm

)+ Requires standard allen keys

 D-bolt verision also available

« D-Bolts require special tools (D-SOCKET or DB-TBSS)




ACCESSORIES

Fuse Panels
FUSE PANEL ACCESSORIES JR—
FUSE PANEL MOUNTING BLOCK Unit: BAG  Qty: 2 HULAKE==

Part No. FPB

« Designed to fit series of PBFP fuse panels to PBBL

* Supplied in pairs

« Fits in large base (PBBL) opening to support fuse panels

FUSE PANEL SPRING CLIP (1) Unit: BAG Qty: 2
Part No. FPC-SW-VC-SD
« Securing clip designed for use with KULAK fuse panels

N « Fits into hole in fuse panel and under mouth of pillar base
« Spring steel clip

NEUTRAL LINK 5 HOLE Unit: EA  Qty: 1
Part No. NLA-1L-SQ
« Brass earth/neutral bar

* 16 sg. mm x5 holes with two screw per hole
* 16 sq. mm lug for neutral connection

125A METER LINK CLEAR Unit: EA  Qty: 1
Part No. S7125BWQ

» Fuse panel accessories

« 125A fuse holder, clear for URD pillar

« Fit AS60269 22x57mm fuses

100A FRONT WIRED FUSE BASE AND CARRIER Unit: EA  Qty: 1

I Part No. STQLD2AFW

» Fuse panel accessory
* 100A fuse holder, black for URD pillars
« Fit AS60269 22x57mm fuses

6 FUSEPANEL CROSS RD SLOTTED WIRED Unit: EA  Qty: 1

Part No. 6F-MPM-AS-SL-WCR

» Assembled fuse panels for URD pillars with three wiring slots, fitted with wired fuse holders
and neutral bar

* Accomodates 22 x 57 BS1361 fuses (not supplied)

« Fits into pillar base slots of FPB adaptor for PBBL

* Qld. Cross rds. with fuses holders wired through slots

» Panel made from moulded thermoplastic. Fits long lids.




ACCESSORIES

6 FUSEPANEL SUPPLY PILLARS SLOTTED WIRED Unit: EA  Qty: 1

Part No. 6F-MPM-AS-SL-WSP

* Assembled fuse panels for URD pillars with three wiring slots. Fits into pillar base slots of FPB
adaptor for PBBL

« Fitted with fuse holders and neutral bar.

* Accomodates 22 x 57 BS1361 fuses (not supplied)

« QId. supply piller with wire tails & fuse holders wired via slots

» Panel made from moulded thermoplastic. Fits long lids.

6 FUSE PANEL ASSEMBLY 125AMP Unitt EA Qty:1 e
Part No. 6F-MPM-AS-SQ-125

« Standard fuse panel assembly for pillar base with thermoplastic panel board.

* 6 x S7125BWQ clear fuse holders 125A with links

* Includes neutral bar

« Suitable for pillars with long lids

« Alternative designs available on request

FUSE PANEL ASSEMBLIES

» Thermoplast panel with tapered edges to engage slots in the pillar base
* A range of popular panel assemblies available with fuse holders

* Includes earth neutral bar

» We can supply any design required

B aasssas

Part No. Description Unit Qty
2F-MPS-AS-SQ 2 FUSE PANEL ASSEMBLY EA 1
3F-MPS-AS-SQ 3 FUSE PANEL ASSEMBLY EA 1
4F-MPM-AS-SQ 4 FUSE PANEL ASSEMBLY EA 1
6F-MPM-AS-SQ 6 FUSE PANEL ASSEMBLY EA 1
FUSE PANELS RESIN. . . o HULAK

* Resin impregnated board with tapered edge to engage slots in pillar base T R s s

» Compatible with existing installations

» We can supply to any design

» 285mm wide will fit base PBB lengthwise
Part No. Description Unit aty
FPMW-BK-UN-BL PILLAR BOX RESIN FUSE PANEL 285 X 285 EA 1
PBFP-390 PILLAR BOX RESIN 9 FUSE PANEL 390 X 205 EA 1
PBFP-540 PILLAR BOX RESIN FUSE PANEL 540 X 283 EA 1
FPL-BK-UN-BL PILLAR BOX RESIN 12 FUSE PANEL 495X205 EA 1
FPLW-BK-UN-BL PILLAR BOX RESIN FUSE PANEL 495 X 285 EA 1
PBFP-240 PILLAR BOX RESIN FUSE PANEL 240X205X10 EA 1




ACCESSORIES

FUSE PANELS THERMOPLASTIC

* Featuring tapered corners that fit into slots on the base to keep panels secure - compatible
with existing installations

« Fits all pillar lids PBS, PBL & PBHCV

* Flts width of mouth for PBB &PBBL

» Moulded from electrical grade thermoplastic material

Part No. Description Unit Qty

FPM-BK-UN-BL BLANK PANEL 280MM X 205MM POLY EA 1

FPS-BK-UN-BL BLANK PANEL 190MM X 205MM POLY EA 1
Fuse Panels ULA ===

MANUFACTURERS AND DISTRIBUTORS OF ELECTRICAL ACCESSORIES

Assembled Fuse Panels for Pillars

Dimensions (mm)

Height Width Thick Material Fits Pillar Lid Fits Pillar Base
2F-MPS-AS-SQ 190 205 8 Thermoplastic All lids PBB & PBBL
3F-MPS-AS-SQ 190 205 8 Thermoplastic All lids PBB & PBBL
4F-MPM-AS-SQ 280 205 8 Thermoplastic All lids PBB & PBBL
6F-MPM-AS-SQ 280 205 8 Thermoplastic All lids PBB & PBBL
6F-MPM-AS-SL-WCR 280 205 8 Thermoplastic All lids PBB & PBBL
6F-MPM-AS-SL-WSP 280 205 8 Thermoplastic All lids PBB & PBBL
6F-MPM-AS-SQ-125 280 205 8 Thermoplastic All lids PBB & PBBL

Blank Panels for Pillars
Dimensions (mm)

Height  Width Thick Material Fits Pillar Lid Fits Pillar Base

FPS-BK-UN-BL 190 205 8 Thermoplastic All lids PBB & PBBL
FPM-BK-UN-BL 280 205 8 Thermoplastic All lids PBB & PBBL
FPMW-BK-UN-BL 285 285 10 Resin All lids PBB

PBFP240 240 205 10 Resin Large lids PBB & PBBL
PBFP390 390 205 10 Resin Large lids PBB & PBBL
PBFP540 540 283 10 Resin Large, unvented lid PBB

FPL-BK-UN-BL 495 205 10 Resin Large lids PBB & PBBL

FPLW-BKUN-BL 495 285 10 Resin Large lids PBB




ACCESSORIES

Shrouds

SHROUD SMALL CONICAL

* Fits over bolted lug connections made inside a pillar box so that they insulate live
connections in the event that the pillar box is removed

» Made from flame retardant PVC

* Flexible enough to shape around a bolted connector

* Fix in position using a cable tie

Part No. Description

ISP-BK-SM-5MM SHROUD CONICAL 90MM X 65MMD - 5MM HOLE
ISP-BK-SM-8MM SHROUD CONICAL 90MM X 65MMD - 8MM HOLE
ISP-BK-SM-NH SHROUD CONICAL 90MM X 65MMD - NO HOLE

SHROUDS LARGE CONICAL

Part No. Description

ISP-BK-LG-5MM XHROUD CONICAL 150MM X 95MMD - 5MM HOLE
ISP-BK-LG-8MM SHROUD CONICAL 150MM X 95MMD - 8MM HOLE
ISP-BK-LG-NH SHROUD CONICAL 150MM X 95MMD - NO HOLE

« Fits over bolted lug connections made inside a pillar box so that they insulate live
connections in the event that the pillar box is removed

» Made from flame retardant PVC

* Flexible enough to shape around a bolted connector

* Fix in position using a cable tie

SHROUD SMALL FLAT TOP

' » Fits over bolted lug connections made inside a pillar box so that they insulate live

connections in the event that the pillar box is removed
» Made from flame retardant PVC
* Flexible enough to shape around a bolted connector
* Fix in position using a cable tie

Part No. Description

ISP-BK-SM-FT SHROUD FLAT TOP 90MM X 65MMD - 5MM HOLE
ISP-BK-SM-FT-NH SHROUD FLAT TOP 90MM X 65MMD - NO HOLE
SHROUD LARGE FLAT TOP

' « Fits over bolted lug connections made inside a pillar box so that they insulate live

connections in the event that the pillar box is removed
» Made from flame retardant PVC
* Flexible enough to shape around a bolted connector
« Fix in position using a cable tie

Part No. Description

SHROUD FLAT TOP 150MM X 95MMD - 5MM HOLE
SHROUD FLAT TOP 150MM X 95MMD - NO HOLE

ISP-BK-LG-FT
ISP-BK-LG-FT-NH

Unit Qty
EA 1
EA 1
EA 1

Unit Qty
EA 1
EA 1
EA 1

Unit Qty
EA 1
EA 1
KULAK.
Unit Qty
EA 1
EA 1




RETICULATION

URD3 DISCONNECT OR LINK PILLAR

" Part No. URD3-2WL
Bi-Metal Bolted URD
Connection Open Point
System (Space saving

- URD) - Patented*

URD3 LINK
DISCONNECTOR
SPECIFICATIONS:
« 230V AC 50-60Hz
*630A Continuous

* Mains cable
240-300mm?

» Other mains cable
sizes are optional
(95-185mm?)

* Disconnector utilisation
category AS/NZS
397.3.2007 AC20B

* Short time current
27 .5kA/1sec

* Housing - glass filled
polyamide
~*BIL>8kV

A V.

\/ 6 x Service
Connections
\\ (3 per pole)

( Mains Cable

SAFE,
RELIABLE
AND COMPLIANT
TO AS/NZ
STANDARDS

Optional Accessories

Neutral
Terminal Block

QUICK
AND EASY
TO INSTALL

L=

™
ULTIMATE RESIDENTIAL DISTRIBUTION

INTERNAL
VIEW OF LINK
DISCONNECTOR

Front

Rear View

URD3 FEATURES:
* Touch safe

» Easy to operate with
gloved hands

* Flexible 2 and 3 way
configurations

 Simple installation

2 x shearbolts per
mains cable

*2 X grub screws per
service connection

3 x service
connections per pole
of link

* Suitable for Aluminium
or Copper stranded,
compacted or solid

sector conductors
A J

Fuse Panel for Service Supply (optional use depends on local utility requirement)

* URD3 Looped Link System AU Patent No. 2013222000 | NZ Patent No. 614909
URD3 Link Disconnect Device AU Patent No. 2013221983 | NZ Patent No. 614877



RETICULATION

URD Terminal Blocks

URD TERMINAL BLOCKS

3 WAY TERMINAL BLOCK 3 X 50MM2 Unit: EA  Qty: 1
. Part No. TB503

f;’f{rr‘;‘cf? « Fully insulated terminal blocks for URD applications

-2 _‘: i (- « 3 way: 2.5 to 50 sq. mm conductors can be connected

| g * 5 mm allen keyrequired for grub screws

» Two allen screws per conductor for extra security

« 3 and 6 way configurations available

ecaBaAacCc

6 WAY TERMINAL BLOCK 50MM2 Unit: EA  Qty: 1 € caBac

Part No. TB506

« Fully insulated terminal blocks for URD applications

* 6 way: 2.5 to 50 sq. mm conductors can be connected
* 5 mm allen keyrequired for grub screws

» Two allen screws per conductor for extra security

« 3 and 6 way configurations available

3 WAY TERMINAL BLOCK 3X16MM2+2X6MM2 Unit: EA  Qty: 1 €caBac

Part No. TB503A

« Fully insulated terminal blocks for URD lighting applications

» Two allen screws per conductor for extra security

* 3 way - 16 sq. mm front access & 2 way - 4 sq. mm rear access
» 3 mm allen key required for grub screws

« Other configuarations of terminal blocks available

3 WAY TERMINAL BLOCK 16MM2+2 FRONT 4MM2 Unit: EA Qty: 1 €caBac

Part No. TB503B

« Fully insulated terminal blocks for URD lighting applications
« Two allen screws per conductor for extra security

* 3 way - 16 sq. mm & 2 way - 4 sq. mm, both front access

* 3 mm allen key required for grub screws

« Other configuarations of terminal blocks available

URD Connector Systems

CABLE PILLAR KITS ecaBac

SINGLE CABLE PILLAR KIT 1 Unit: EA  Qty: 1
Part No. CMP1
« Single mains end termination kit supplied with all of the items an installer needs for 3 phase &
neutral

« Terminal blocks are an optional extra

« Kits: 240sq. mm aluminium crimp lugs and various copper lugs
» Heat shrink end caps and sealing tubes

« Parts are made to order

DOUBLE CABLE PILLAR KIT Unit: EA Qty: 1 €caBac

Part No. CMP2

* Two mains cable per phase termination kit supplied with all of the items an installer needs for
3 phase & neutral

« Terminal blocks are an optional extra

* 240 sg. mm aluminium crimp lugs with busbar

« Heat shrink end caps and sealing tubes

« Parts are made to order




RETICULATION

TRIPLE CABLE PILLARKIT 3 Unit: EA  Qty: 1

Part No. CMP3

» Three mains cable per phase termination kit supplied with all of the items an installer needs
for 3 phase and neutral

 Terminal blocks are an optional extra

* 240 sq. mm aluminium crimp lugs with busbar

« Heat shrink end caps and sealing tubes included

« Parts are made to order

DOUBLE CABLE PILLARKIT - QLD Unit: EA  Qty: 1

Part No. CMPQ2

» Two mains cable per phase termination kit supplied with all of the items an installer needs
» Three way Terminal Blocks included

* 240 sq. mm aluminium lugs with busbar & PVC shrouds

« Kit suitable for three phase and neutral

« Parts are made to order

TRIPLE CABLE PILLARKIT - QLD Unit: EA  Qty: 1

Part No.

BALURD95

BALURD120
BALURD185
BALURD240

Part No. CMPQ3

» Three mains cable per phase termination kit supplied with all of the items an installer needs
» Three way Terminal Blocks included

* 240 sg. mm aluminium lugs with busbar & PVC shrouds

« Kit suitable for three phase and neutral

« Parts are made to order

* Designed to make looped pillar connection systems quick and easy - eliminates many of the
components and crimping needs of current practices

* For stranded, circular stranded and solid sector cables

* Patented lug design

* In-built terminal block with a series of range taking tunnels

» Use with other Cabac URD covers and busbars. Kits available

Description

URD LUG AND TERMINAL BLOCK 95MM2
URD LUG AND TERMINAL BLOCK 120MM2
URD LUG AND TERMINAL BLOCK 185MM2
URD LUG AND TERMINAL BLOCK 240MM2

URD BOLTED SYSTEMS
URD BOLTED SYSTEM SINGLE PILLAR KIT Unit: EA  Qty: 1

Part No. CMPBL1

» One way pillar kit using the URD Bolted Connection System for 240 sq. mm conductor
» Designed to make looped pillar connection systems quick and easy

« Kit contains connection items for 3 phases and neutral

» Shear head technology connection principle

 Patented lug design

URD BOLTED SYSTEM TRIPLE PILLAR KIT Unit: EA  Qty: 1

Part No. CMPBL3

 Three way pillar kit using the URD Bolted Connection System 240.sq mm mains conductor
« Designed to make looped pillar connection systems quick and easy

« Kit contains connectors for 3 phases and neutral

» Shear head technology connection principle

« Patented lug design

ecaBsacCc

ecaBaAacCc

ecaAaBaAacC

e cAaBAacCc
Unit Qty

EA 1

EA 1

EA 1

EA 1
ecaAaBAacCc

ecaAaBaAacC



RETICULATION

URD COVER SYSTEMS

» The URD Cover System has been designed specifically to compliment the URD Bolted Lugs
* Simple and easy to install

» Choose from single, looped or 3 way arrangements

» Each phase is terminated separately within its own cover

e cAaBAacCc

Part No. Description Unit Qty
URDCL1 SINGLE CABLE BOLTED LUG COVER EA 1
URDCL2 DOUBLE CABLE BOLTED LUG COVER EA 1
URDCL3 TRIPLE CABLE BOLTED LUG COVER EA 1
URD LUG AND TERMI_NAL BLOCK - 3.WAY | | N ecasac

» Designed to make looped pillar connection systems quick and easy - eliminates many of the

components and crimping needs of current practices

« For stranded, circular stranded and solid sector cables

* Patented lug design

* Inbuilt terminal block with a series of range taking tunnels

* This lug for addition third mains cable in URD
Part No. Description Unit Qty
BALURD185-2 URD LUG 185MM2 PLAIN FOR 3 WAY EA 1
BALURD240-2 URD LUG 240MM2 PLAIN FOR 3 WAY EA 1

Aluminum Bars

ALUMINIUM BUSBARS

ALUM. BUSS BAR WITH 1 X 12MM STUD HOLE Unit: EA  Qty: 1
Part No. ABBCMP1

« Single hole busbar to bolt two BALURDxxx lugs back to back

* M12 stainless steel bolt and washers included

* Made to order.

ecaBsaAacCc

ALUM. BUSS BAR WITH 2 X 12MM STUD HOLE Unit: EA  Qty: 1 €caBac

Part No. ABBCMP2
s ) » Double hole busbar for BALURDxxx 3 or 4 lugs back to back
* M12 & M10 stainless steal bolt and washers included
O * M12 hole in front & M10 threaded hole on side of busbar
— » Made to order

ALUMINIUM PHASE CONNECTION BARS

ALUM PHASE CONNECTION BAR Unit: EA  Qty: 1
Part No. PCB-AL-80-48

* Aluminium Busbar for use in URD assemblies

* Two M12 holes

* Dimension: 80 x 40 x 6.1 mm




RETICULATION

ALUMINIUM FLAT BARS
ALUM. FLATBAR WITH 2 X 12MM STUD HOLE Unit: EA Qty: 1

Part No. ABB7640

e cAaBAacCc

* Aluminium busbar for crimp Aluminium lugs with two holes
» Rectangular Busbar 76(L) x 40(W) x 10mm

» Used with aluminium lugs & PVC shrouds in URD pillars

* Two M12 (13mm dia.) holes 38 mm apart




CABAC

One Call > One Day > One Delivery

T: 133122 | F: 1300 303 310 | E: sales@cabac.com.au | W: cabac.com.au

In support of our policy of continuous product improvement we reserve the right to change materials and specifications without notice. Drawings, where used,
are not to scale. All dimensions are in millimetres and sizes given are approximate. Where possible, technical MSDS data sheets are made available on the
website. All products should be installed and used in accordance with manufacturer’s instructions provided. Warning: products may be the subject of registered

designs and patents. Refer to website for terms and conditions on warranty.
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